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PHASING NOTES: o
1.) PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY
2. ) PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY
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CONSTRUCTION DETAILS

A. Install 40! wood poles down guy. 10’ lighting arm with 250 W HPSV luminaire and video
detection camera.

. Install 40’ wood poles down guy, 3“ PVC rlser. 3” wegtherhead NEMA size 5" pole mounted cabinet
8 énd controller ang elécfrica? u;llt+y service equipment. (NOTE: Install ground rod at pole base

and bond to cabinet.)

. Install %" steel span wire with traffic signal heads as shown. (NOTE: Attach ail signals to
1/4+h t+ether cable, ' :

D. Clear brush as necessary.
E. Proposed video detection area.

F. install 24" white heat app!led. permanent preformed thermoplastic pavement marking for
stopline.

G. Remove existing portion of center!line that extends pds+ +he proposed sfopllne.

H. Install ground mounted W3-3 (NEW) sign 400’ prior to the stopline. '
J{Propbsed‘ul+tma+e signal- pele location 10 be staked out be Mdnfgomery County forces.
K.Overhead elecirical service +o be installed by Alleghany Power Company.

L. Install overhead 12-pair telemetry cable (lash to existing county fiber optic cable.)

GENERAL NOTES:

1. All underground utilities shown on thesse plans are schematic only and
may not be complete. The contractor shall be responsible for notifying
“MISS UTILITY” prior o construction so that all utiiities may be located
in the field. If the contractor perceives that a conflict between the
utitities and the troffic signal will ocours, the contractor shall notify
the project engineer immediately so that the conflict may be resolved.

2. The Signal Contractor must call +the Montgomery County TMC at 240-777-2100 '

" 1n advance of performing any work. The County will arrange to have the
proposed signal pole on the northegst quadrant staked out for the purpose
of using i+ as a dimensioning point for +the proposed weed pole.
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